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TS-S2/TS-SH/TS-X/TS-P

Some specifications are automatically determined by the robot model.

TS-X
T4LH/
C4LH

T5LH/
C5LH

T6L/
C6L T9 T9H F8/

C8
F8L/
C8L

F8LH/
C8LH

F10/
C10 F10H F14/

C14
F14H/
C14H GF14XL F17/

C17
F17L/
C17L GF17XL F20/

C20 F20N N15/
N15D

N18/
N18D B10 B14 B14H R5 R10 R20

Power 
supply 
voltage / 
Current 
sensor

TS-X

105

110

205

210

220

Regenera-
tive unit

No entry (None) (1) (2) (1) (2) (1) (2) (3) (6) (3) (4) (5)

R (RGT) (1) (2) (1) (2) (1) (2) (3) (6) (3) (4) (5)

(1) Regenerative unit is needed if using in a perpendicular position and movement stroke 
is 700mm or more.

(2) Regenerative unit is needed if using in a perpendicular position.
(3) [The following arrangements require a regeneration unit.]

• Using in the upright position.
• To move at a speed exceeding 1,000 mm/sec horizontally.
• High lead (40) used horizontally.

(4) Regenerative unit is needed if using at maximum speeds exceeding 1000mm per second.
(5) Regenerative unit is needed if using at maximum speeds exceeding 1250mm per second.
(6) Regenerative unit is needed if using at maximum speeds exceeding 750mm per second.

TS-P
MF7/7D MF15/15D MF20/20D MF30/30D MF75/75D

Power 
supply 
voltage / 
Current 
sensor

TS-P

105

110

205

210

220

Regenera-
tive unit

No entry (None)

R (RGT)

R (RGU-2)

■ TS-X / TS-P specification selection table

■ Part names

TS-S2/TS-SH

TS-X/TS-P

PWR

SRV

COM2

COM1

ROB
I/O

I/O

ES1
ES2
ES-

MP24V
CP24V

0V

Controller

Communication connector 1 (COM1)
Connector for connection to HT1 or a personal computer.

I/O connector (I/O)

Communication connector 2 (COM2)
Connector for the daisy-chain connection cable.

Power supply connector
Connector for main power and control power input.

Robot I/O connector (ROB I/O)
Dedicated connector for robot I/O signals such as position 
signals and origin sensor signals, etc.

Serial No.

Status indicator lamps (PWR, ERR)
The controller status is indicated by LED lamps.

Rating nameplate (on side face of unit body)

N1

RGEN

L
COM1

I/O
ROB

CHARGE

200VL1

MOTOR

I/O

N

PWR

ERR

N1

RGEN

L
COM1

I/O
ROB

CHARGE

200VL1

MOTOR

I/O

N

ABS.BATTERY

COM2

BAT

Controller
Unit's top cover in
an open condition

Power supply connector
Connector for main power 
and control power input.

Connector for the daisy-chain or LCD monitor connection.

Communication connector 2 (COM2)

Serial No.

Connector for the absolute battery connection. 
(only for TS-X)

Absolute battery connector (BAT)

EXT connector (bottom face of unit body) 

Connector for brake power input and 
external safety circuit inputs/outp

The controller status is indicated by LED lamps.

Status indicator lamps (PWR, ERR)

Rating nameplate (on side face of unit body)

Connector for connection to HT1 or a personal computer.

Communication connector 1 (COM1)

Robot I/O connector (ROB I/O)
Dedicated connector for robot I/O signals such as position signals
and origin sensor signals, etc.

I/O connector (I/O)

Regenerative unit connector (RGEN)

Motor connector (MOTOR)

Connector for the servo motor's power line connection.




